JMG Cranes S.p.A.

WWW.jmgcranes.com

Electric
Pick & Carry
Cranes

MC 25S (metric)
Max Capacity 2,500 Kg
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@ ‘ Technical features

FULLY HYDRAULICALLY TELESCOPING BOOM COMPLETE WITH INCORPORATED
BOOM EXTENSION Front-wheels drive. ' -
FRONT-WHEELS DRIVE WITH COUNTER ROTATION BE zelsctrcmotonaczkwaey LML i oo Tl
- Insulation class H
SEQUENTIAL TYPE TELESCOPING BOOM A ic braki I
utomatic braking system on a
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28 ﬁ 24\ - 420 Ah v Fabricated from preformed
= | 8 working hours and welded quality steel plate
s
Options: »E Front nr. 2 superelastic 18x7-8"
. EE .” 2120x940x1560 @ Rear nr. 2 superelastic 15x4 1/2-8" +609/-15°
HYDRAULIC WINCH £
MANUAL JIB H Rear . & | Motor driven pump
JIB EXTENSION Steering angle -90%+90 3 kW - 24V AC, Insulation class H
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MAN BUCKET o . Load charts
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CUSTOMIZED PAINTING HOOK BOOM MANUAL EXTENSION HYDRAULIC WINCH WINCH ON MANUAL BOOM EXTENSION
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